Installationsanleitung RMS45, Stecker

Installation guide RMS45,

plug

Instructions de montage RMS45, fiche
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Installationsanleitung RMS45, Einsatz
Installation guide RMS45, insert
Instructions de montage RMS45, intérieur
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VN 4 1 Technische Daten: RMS45 1-paar
I ! : ! ! v 1 | [Telefon-Flachkabel: 2.5 x5 mm
Pobedeeod | | t teoob-d 1| [Rundkabel O 34 mm
Click” -t """'I_ e Rangierdraht: 2 x0.5mm
" Splitter / RMS45 Draht und Litze: AWG25 - 24
021.0839 Paar Nr./Pair No. = EIA/TIA 568B Ader-Isolation max. @: 1.1 mm
Kleinteile kdnnten von Kleinkindern verschluckt werden TeChms‘:h.e Daten: RMS45 2-paar
. Rundkabel &: 3.2mm - 5.5 mm
Small parts could be swallowed by infant —
Les petites parties pourraient &tre avalées par les bébés Draht und Litze: AWG26 - 24
Ader-Isolation max. &: 1.1 mm
Technical Data: RMS45 1-pair
i Telephone flat cable: 2.5 x5 mm
il round cable &: 3.4mm
Token ! patch wire: 2x0.5mm
Ethemet Ring, W e mateton o oo
10/100 ISDN Telefon Telefon
1R - (N JON0O0 g (O0HNO0( | [FRechnical Date: RMSZ5 2 pair
T...... —  1...... 1....6 1., ... 8 round cable &: 3.2mm-55mm
W — A \r \r wire and flex wire: AWG26 - 24
Wl = 1Y u " wire insulation max. @: 1.1 mm
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